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Date TCE|PCE|1,1,1-TCA
June-95 23 | 42 510 .
April-02 8.2 | 57 59 Flgure 1
June03 | 95| 39 | 88 Trends in VOC Concentrations at the Central Wire Union, lllinois Plant for
e e e Parameters Exceeding the MCLs in Monitoring Well MW-2, 1995 - June
January-05 | 1.4 | 15 7.7 2015
June-05 0 10 3.3
December-05|3.05[22.3] 218 700
June-06 0 39 605
December-06| 1.8 | 29 8.8
June-07 0 7.9 3.9 600
December-07| 1.5 | 6.3 0
March-08 0 | 21 0
October-08 0|34 0 500
March-09 0 0 0 =
June-09 0] o0 0 o
December-09| 0 | 0 0 g
June-10 0 0 0 §° 400
December-10| 0 | 1.3 0 §
11-Jun 0] o 0 c
December-11| 0 | 1.7 0 15 300 e TCE
June-12 0|13 0 ©
December-12| 0.5 | 2 0 £
June-13 | 0 [ 11 0 e
Dec-13 0 |09 0 “ 200
Jun-14 025 1.1 0.62
Oct-14 0 1055 0
Jun-15 0 [15 1.2 100
Concentrations reported in micrograms per lit¢
Bold values exceed the MCL.
EPA Method 8240 was run. Only chemicals 0
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